










Notes:

1)  1997 data from Fluor Daniel Groundwater Investigation.
     1998 data from the Weston Phase II Remedial Investigation.
2)  Analytical results less than the detection limit are plotted at one-half 
      the detection limit.
3)  Total Depth of Well: 125 ft below ground surface
4)  Samples collected prior to 2/2/00 were collected with a bailer.  Remaining 
     samples collected using the pump discharge collection method. Well was purged 
     by removing three casing volumes through 1998 and on 6/27/01.  The low-flow
     purge method used during the remaining sample events.
5)  feet below TOC = feet below top of casing
      µg/L = micrograms per liter

Figure 7-6
Depth to Water, Pump Depth and Contaminant Concentrations

Monitor Well WCP-15
WCP East Grand Avenue WQARF Site Remedial Investigation  
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Notes:

1)  1997 data from Fluor Daniel Groundwater Investigation.
     1998 data from the Weston Phase II Remedial Investigation.
2)  Analytical results less than the detection limit are plotted at one-half 
      the detection limit.
3)  Total Depth of Well: 126 ft below ground surface
4)  Samples collected prior to 2/2/00 were collected with a bailer.  Remaining 
     samples collected using the pump discharge collection method. Well was purged 
     by removing three casing volumes through 1998 and on 6/26/01 and 11/8/01.  The 
     low-flow purge method used during the remaining sample events.
5)  feet below TOC = feet below top of casing
      µg/L = micrograms per liter

Figure 7-7
Depth to Water, Pump Depth and Contaminant Concentrations

Monitor Well WCP-16
WCP East Grand Avenue WQARF Site Remedial Investigation  
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Notes:

1)  1997 data from Fluor Daniel Groundwater Investigation.
     1998 data from the Weston Phase II Remedial Investigation.
2)  Analytical results less than the detection limit are plotted at one-half 
      the detection limit.
3)  Total Depth of Well: 125 ft below ground surface
4)  Samples collected prior to 2/1/00 were collected with a bailer.  Remaining 
     samples collected using the pump discharge collection method. Well was purged 
     by removing three casing volumes through 1998 and on 6/26/01 and 11/8/01.  The 
     low-flow purge method used during the remaining sample events.
5)  feet below TOC = feet below top of casing
      µg/L = micrograms per liter

Figure 7-8
Depth to Water, Pump Depth and Contaminant Concentrations

Monitor Well WCP-17
WCP East Grand Avenue WQARF Site Remedial Investigation  
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Notes:

1)  1998 data from the Weston Phase II Remedial Investigation.
2)  Analytical results less than the detection limit are plotted at one-half 
      the detection limit.
3)  Total Depth of Well: 139.5 ft below ground surface
4)  Samples collected prior to 2/3/00 were collected with a bailer.  Remaining 
     samples collected using the pump discharge collection method. Well was purged 
     by removing three casing volumes through 1998 and on 6/26/01, 11/5/01, and 
       1/22/02.  The low-flow purge method used during the remaining sample events.
5)  feet below TOC = feet below top of casing
      µg/L = micrograms per liter

Figure 7-9
Depth to Water, Pump Depth and Contaminant Concentrations

Monitor Well WCP-28
WCP East Grand Avenue WQARF Site Remedial Investigation  
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Notes:

1)  1998 data from the Weston Phase II Remedial Investigation.
2)  Analytical results less than the detection limit are plotted at one-half 
      the detection limit.
3)  Total Depth of Well: 139.5 ft below ground surface
4)  Samples collected prior to 2/3/00 were collected with a bailer.  Remaining 
     samples collected using the pump discharge collection method. Well was purged 
     by removing three casing volumes through 1998 and on 6/27/01, 11/9/01, and 
       1/24/02.  The low-flow purge method used during the remaining sample events.
5)  feet below TOC = feet below top of casing
      µg/L = micrograms per liter

Figure 7-10
Depth to Water, Pump Depth and Contaminant Concentrations

Monitor Well WCP-30
WCP East Grand Avenue WQARF Site Remedial Investigation  
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Notes:

1)  Analytical results less than the detection limit are plotted at one-half 
      the detection limit.
2)  Total Depth of Well: 148 ft below ground surface
3)  Samples collected prior to 2/1/00 were collected with a bailer.  Remaining 
     samples collected using the pump discharge collection method. Well was
     purged by removing three casing volumes on 6/22/01, 11/7/01, and 1/24/02. 
     The low-flow purge method was used during remaining sample events.
4)  feet below TOC = feet below top of casing
      µg/L = micrograms per liter

Figure 7-11
Depth to Water, Pump Depth and Contaminant Concentrations

Monitor Well WCP-45
WCP East Grand Avenue WQARF Site Remedial Investigation  
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Notes:

1)  Analytical results less than the detection limit are plotted at one-half 
      the detection limit.
2)  Total Depth of Well: 152.5 ft below ground surface
3)  Samples collected using the pump discharge method.  Well was purged by removing
     three casing volumes on 6/27/01, 11/9/01, and 1/24/02.  The low-flow purge
     method was used during the remaining sample events.
4)  feet below TOC = feet below top of casing
      µg/L = micrograms per liter

Figure 7-12
Depth to Water, Pump Depth and Contaminant Concentrations

Monitor Well WCP-87
WCP East Grand Avenue WQARF Site Remedial Investigation  
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